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OPERATING INSTRUCTION
RAYNOX DU-707A 8 MM PROJECTOR

for Standard-8 - Super-8 - Single-8 1. Remove the take-up spool
from the spool holder under-
RAYNOX DU-707A model is Qmmmmjma to _UHOEmOA any of 3 neath the U_‘Ommnﬂoﬂ.m m__m_.;
types of 8 mm film STANDARD-8, SUPER-8 and twist and it will spring off.
SINGLE-8.

2. Remove the side cover by un-
fastening the Cover Lock and
pressing the Cover slightly

. downwards.
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Carrying Handle 10 Mains Lead Socket 19 Film Pressure Plate
Cover Lock 11 Film Cutter 20 Zoom Lens
Take-Up Auto Spool 12 Stand 21 Focusing Knob 3. STANDARD-8 Film (called
Rewind Film Guide 13 Spool Holder 22 Lower Film Cover DOUBLE-8 or REGULAR-8
Take Up Spool Spindle 14 Front Feed Spool 23 Lower Sprocket £
Lamp House Cover 15 Upper Loop Former 24 Film Track Film too) PROJECTION.
Variable Speed Control 16 Upper Sprocket 25 Framing Control a. See the Upper and Lower
Forward/Reverse Switch 17 Upper Film Cover 26 Adjustable Foot for Elevation sprockets on the projector are
Film Guide Roller 18 Still Projection Lever 27 Aperture Mask Lever RED colored. If not change the

sprockets as per instruction in
paragraph 5.

b. Open the Film Pressure Gate,
and slide the Aperture Mask
Lever to RED ‘R’ position, and
close the Gate.

c. The Feed Spool Spindle for
Standard-8 film is colored with

TR LN M RED.




4. SUPER-8 or SINGLE-8 Film PROJECTION 6. HOW TO CHANGE VOLTAGE

£ e both Upper and Lowst fioc- Open the Back Oo,u,mﬂ c<.::mnqw<<_:a ﬁj.m holding mnqmim. Pull dlown
Bhtx must be BLUE clorsd on the Connector and insert it onto the desired voltage terminal.
B:{0pen the Film Pressure Gate, and CAUTION: DISCONNECT POWER CORD BEFORE YOU OPEN BACK
slide the Aperture Mask Lever to COVER
BLUE “S” position, and close the ¢
Gate. ; Ty ‘ 3
c. Put the SUPER-8 Spindle Adapt- a \ ) oo )
er onto the Feed Spool Spindle. 4 By 3
When mounting Super-8 Spindle P _ﬂ ! )
Adapter, please align the two white ! :
dots as shown in the picture. ! . -y
[ e~ N | s .

5. HOW TO CHANGE SPROCKET “ 7. Erect the hinged front
Open the Film Cover and pull out feed spool arm and fit the
the Sprocket Pull out the replace- full film spool so that the
ment Sprocket from the holder film comes from the front
located inside of PROJECTOR of the spool with the per-
COVER and push into sprocket forated edge nearest to
holder while you open the Film you. Trim the film leader
Cover. The Sprocket has two notch- with the film cutter on the

es to mate with holder. stand.



8. Press down the upper loop former. Start projector by turning
the Forward /Reverse switch clockwise to Forward position,
then insert trimmed film leader into the upper film cover. The
film will travel through the projector automatically and the
Take-up Auto spool catches the end of Film automatically.

Take-up reel will pick up the film by itself. Hold depressed the
Loop Former till Take-up reel picks up the film. Turn switch

clockwise to lamp and focus your projector.

9. Forward Projection — turn the Forward / Reverse switch

clockwise through motor only position to motor and lamp
setting.

Reverse Projection—rotate switch back to’“OFF"’, then_continue
anticlockwise through motor only to motor and lamp setting.

10. Variable Speed Control — the projection speed is continually
variable between 14 to 22 frames per second by turning control
knob clockwise for fast and anticlockwise for slow.

11. f1.4 20—-32 mm Zoom lens.
Rough focus by rotating comple-
te lens barrel, and use the facus-
ing knob for fine critical focus-
ing. Adjust the size of picture by
“zooming’’ the lens, simply move
lens mount in or out.

12. Framing. Should a black strip
or the edge of the next picture
appear at the top or bottom of
the screen, adjust framing control
until picture is correctly framed.

13. Still Projection Lever. Press
down lever to stop projector for
examination of individual frame.
Should whole of picture not be
visible, momentarily release and
depress again.




14. Rewinding. At the end of
the film allow all of it to pass
onto the take-up spool before
stopping the projector. Then
lead the film over the rewind
film guide above the lamp-
house, and feed into the core
of the empty spool. Switch to
Reverse projection (motor
only) until all the film has
been rewound.

15. Projection Lamp. Use only 8VP 8
Volt 50 Watt lamp. (A1 / 185 OR
KP-GT). To replace lamp remove
lamphouse cover by pulling towards
you. Press down old lamp, twist anti-
clockwise and lift out (Caution-it may
be HOT). Press new lamp into socket
and lock into position by turning it
clockwise as far as it will go — the
special lamp base ensures that it can
only be inserted the correct way

Automatic Spool to Spool loading system.
Forward, reverse and still projection.
Variable speed 14—22 f.p.s.

f/ 1.4 20—32mm Zoom lens.

A1 /185 8V—50W lamp.

400 ft. reel capacity.

Universal voltage 100V to 240V A.C.
Complete in self-contained metal case.




